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Material
The 32-gallon receptacle contour top is made of spun 18-gauge galvannealed
steel. The top features a 5‑inch diameter center opening to help filter recycling
materials and includes a 14-inch web security strap. The customer has a choice
of “TRASH ONLY”, “CANS ONLY”, “PLASTIC ONLY”, “GLASS ONLY”, OR “PAPER
ONLY” decals in lettering that is 2 1/8” tall, along with the recycling symbol
decals that are 5 1/4” tall or the recycling symbol decals only. The decals have
a transparent background and the graphics are available in black or white
depending on the top color. The top is also available without the decals. Decals
are factory applied.
Finish
This product is made of galvannealed steel protected with a high-gloss powder
coat finish.
color
See website or sales representative for color choices.

Assembly
Attachment of the top to the receptacle body requires some assembly.

F3014

Recycling Top

spun steel recycling top for
32‑gallon receptacles, large decals

Maintenance
The product is virtually maintenance-free and requires only periodic cleaning
with a sponge and a solution of mild detergent and water to remove surface
dirt. Do not clean with solvent or petroleum based products.
Warranty
20-year limited structural warranty with 7-year finish warranty against fading; 3year finish warranty on powder coated steel components against rusting, peeling,
chipping, cracking, mold, mildew and defects in materials and/or workmanship.
See full details on multi-year warranties for components at
https://www.anovafurnishings.com/warranty
Top will fit the following receptacles: L1378BRT, L1383BRT
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Shipping Information
Unit Wt.

Unit Shipping Wt. UPS
(1-10 Units)

Unit Shipping Wt. Truck
(11+ Units)

Unit Ship Size
w/Pallet

Max Units
per Pallet

Pallet Wt.
(48” x 32”)

Total No. Pkgs

Shipping Class

8 lbs

11 lbs/unit

11 lbs/unit

8 cu. ft.

24

50 lbs

1

100

Made in USA
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